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BEST AVAILABLE IMAGES 



Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 



BLACK BORDERS 

TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

FADED TEXT 

ILLEGIBLE TEXT ' 

SICE WED/SLANTED IMAGES 

COLORED PHOTOS 

BLACK OR VERY BLACK AND WHITE DARK PHOTOS 
GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 

As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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Using a personal or laptop computer, you can be linked to a patient's CADD-Prizm 
pump via telephone modem and interface cable. Once the connection has been 
established, there are four main screens you will be able to access: 



Outcome Data 



Program Pump 




► Patient data may be immediately accessed 
and convened into a worksheet through this 
unique feature of the CADD-Diplomat PC 
Communications System. You have a tool 
lor determining whether to adjust a patients 
treatment protocol. 



CADD -Diplomat PC Communication! 




CAOnAPrizm" 




► An illustration of the CADD-Prizm pump is 
displayed for ease in programming and viewing 
the pumps parameters. The communications 
log records the telecommunications visit. 



View Pump Reports 
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► You can check to see the last 500 events in the 
patients pump, iroubleshooi problems, check 
Rx Settings and the Extended History (PCA 
mode only). 



View Saved Reports 
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► Pump reports can be organized and viewed 
in this folder. Reports can be sorted by 
patient, report type, report date and pump 
serial number. 



To use the CADD-Diplomat' m 
PC Communications System, 
you'll need: 

► A 486 or faster PC compatible computer 
(with an available 16 Bit ISA slot for the 
internal modem) or an available RS232 
serial port for an external modem 

► A modem, simultaneous voice data (SVD) 

► Windows' 95 

»> 8 MB RAM (minimum) 

► Hard drive with at least 20 MB available 

► An analog telephone 



To order call 



CADD-DlPLOMAT 

PC Communications System 

What you'll need in your patient/clinician set-up: 

► CADD-Diplomat" PC Communications System 
software on CD ROM or (loppy disk 

► External SVD modem with PC cable or internal 
SVD modem 

► Interface cable with null modem cable (direct connect) 

► CADD-Ambassador' v Pump Communications System 

Deltec 

SIMS Deltec, Inc., St. Paul, MN 551 12 U.S.A. 
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(800) 426-2448 







21-6141 


CD ROM 


21-6140 


Floppy Disks 


21-6142 


External Simultaneous 
Voice Data (SVD) 
Modem with PC Cable 


21-6143 


Internal SVD Modem 


21-6144 


Interface Cable with 
Null Modem Cable 


21-6136 


CADD-Ambassador' M 
Pump Communications 
System (includes SVD 
modem, interface cable 
and telephone line) 



